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Panel Dimension Panel Dimension

0.032" Black Finished Aluminum
Cover(Pt.# CFB01), Provided in 2"
Lengths, Attached with Pre-adhered
Structural Tape, Placement at Each
Vertical Joint, on Each CFR (See A/DET
for Further Information)

DET With Insulation Outboard of Stud Cavity

Plan - Vertical JointB

Framing, Sheathing
and WRB not
by NorthClad

Code Compliant Insulation
and/or Standoff, as
Applicable, not by

NorthClad

Project Specific
Insulation Thickness

CFF1 Fasteners, Used with
Phenolic Panel Material, 2-3
per Clip, Depending upon
Engineering.

CFCA Adjustable Panel
Attachment Clip, Provided in 4"
Lengths, Required at Upper
Right and Upper Left Corners
of Panels.  CFCS Standard
Panel Attachment Clip Used at
all Other Locations.  See
A/DET for Further Information.

1"

1" Air Gap

#12x11
4" HWH DP5 SS Fastener(Pt.#

CFF2), Used at the Inboard side, One
per CFCA Adjustable Panel Clip.  DO

NOT OVERTIGHTEN.

1
4-20x1" Socket Head SS Cap Machine

Bolt(Pt.# CFF3), Used at the Inboard
side with 14-20 Machine Nut(Pt.# CFF4),

One per CFCA Adjustable Panel Clip.
Used to Adjust Alignment of CF Panel
Prior to Application of CFF2 Fastener.

NorthClad CF Panel, Material as
Specified
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