M Details Bl

Northa'sClad’

rainscreen solutions

The AL Series
With Insulation

, 2%"
+INSUL.
NORTHCLAD® ALUMINUM PANEL

(SEE DETAIL "A" FOR L1340
FURTHER INFORMATION) INSULATION AND WRB
| NOT BY NORTHCLAD®
|
|
ATTACH PERFORATED ‘
PANEL BASE AND HEAD }
FLASHING W/SS SELF- ‘
DRILLING FASTENERS ‘
@ 24" ON CENTER |
z \/
2 PERFORATED ALUMINUM !
z PANEL BASE, FINISHED ‘
= TO MATCH PANEL |
e 1.1 |
z Indr weep |
Z SLOT @ 12" O.C. FOIL FACED WRB,
o AROUND FRAWED OPENING
\ SRR NOT BY NORTHCLAD®
> I
=] =
\
— T e
N .050" ALUMINUM £ 5
HEAD FLASHING,
PREFINISHED TO MATCH PRIMARY SEAL,
NORTHCLAD® PANEL NOT BY NORTHCLAD®
/ SECONDARY SEAL,
W'NEI\?S’VSSE:\?_;E"ﬁ NOT BY NORTHCLAD®
NOT BY NORTHCLAD®
NORTHCLAD® ALTERNATE

PANEL BASE PROFILE,
FINISHED TO MATCH PANEL,
PROVIDED FOR SITE
ADJUSTMENT OF PANEL
HEIGHTS

,‘413/8'5

1%1"7

ATTACH WITH CONTINUOUS

PURTRRTNG >
STRUCTURAL ADHESIVE TAPE.

I —— N

-

—
Alternate W.H.

Scale: 3" =1'- 0"

For details without exterior insulation, or

to download the CAD version of this detail, J Window Head

please see www.northclad.com. Scale: 3" = 1' - 0"

© 2009 NorthClad® Rainscreen Solutions
Everett, WA - (425) 487-1111

10 - NorthClad® AL Series Aluminum Panel System (With Insulation) Online at www.northclad.com



